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GH-5005

Properties:

PU duct is made of abrasion resistant Polyurethane
with brass plated steel wire.

PVC material can also be ordered

High flexibility and axial compressibility

Wall thickness: 0.4mm ~ 1.5mm

Temperature range: -40°C~+90°C

Application:

This type suction hose is especially ideal for light abrasive
solid such as dust, powder, fibre and welding smoke,
itis also suitable for ventilation system.

GH-5002

Application: PVC coated, fabric inside hose. Nonflammable,
UL94VO0 grade. Used for ventilation.
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GH-5010
Properties:
Aluminum Foil Air Duct is made of aluminum foil and steel wire.
High flexibility and axial compressibility, extension rate is around 1:10
Aluminum foil thickness: 0.035mm
Temperature range: -30°C~+140C
Maxim Air Flow: 30m/s
Maxim working pressure: 2500 pa
Application:
The aluminum foil air duct is especially ideal for high pressure and
low pressure ventilation system, like range hood.
It can be fixed directly on the fittings. In case of fire or high
temperature, there is no toxic gas.
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GH-5003

Properties:

PVC flexible air duct is made of fire

proof PVC film with helix steel wire.

High flexibility and axial compressibility

Temperature range: -15C~+80°C

Shape: round or rectangular

Application:

Itis especially ideal for exhaust systems under low and
medium pressure, like dryer machine, air conditioner system.
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